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GRAFFE LEGGERE / FINE WIRE ST APLES

110
0,65x1,60

Crown: .512” (1/2")

Gauge: 18

12

25

1/2"

1“

11,7

40
0,65x0,95

Crown:  .180 /16“)" (3

Gauge:  21

6 1/4“

25

3,2

1"

T50
0,50x1,25

Crown:  .409" (1/2")

Gauge:  20

6

14

1/4"

9/16”
9,5

0,65x0,95

6 1/4“

25 1“
3

Crown: .170“  (3/16“)

Gauge: 21

4 mm

5mm

4097

40

M
IN

I

4097.16
4 ÷ 16 135 4 ÷ 6 0,90 0,13 223 x 43 x 148

5/32”÷ 5/8” 135 60 ÷ 90 1,98 0,00459 8-3/4” x 1-11/16” x 5-13/16"

4097.16 SL
4 ÷ 16 135 4 ÷ 6 1,00 0,18 223 x 43 x 198

5/32”÷ 5/8” 135 60 ÷ 90 2,20 0,00636 8-3/4” x 1-11/16” x 7-13/16"

4097.16 V
4 ÷ 16 135 4 ÷ 6 0,95 0,13 223 x 43 x 148

5/32”÷ 5/8” 135 60 ÷ 90 2,09 0,00459 8-3/4” x 1-11/16” x 5-13/16"

4097.16 CLM

M
IN

I

4097.16 CLM
8 ÷ 16 285 4 ÷ 6 1,17 0,13 378 x 43 x 152

5/16”÷ 5/8” 285 60 ÷ 90 2,58 0,00459 14-7/8” x 1-11/16” x 6"

4097.16

4097.16 CL

M
IN

I 4097.16 CL
4 ÷ 16 270 4 ÷ 6 1,10 0,13 357 x 43 x 148

5/32”÷ 5/8” 270 60 ÷ 90 2,43 0,00459 14-1/16” x 1-11/16” x 5-13/16”

4097.16 CLV
4 ÷ 16 270 4 ÷ 6 1,15 0,13 357 x 43 x 151

5/32”÷ 5/8” 270 60 ÷ 90 2,54 0,00459 14-1/16” x 1-11/16” x 5-15/16”

4097 G

10
0

4097 G
12 ÷ 16 130 3,5 ÷ 6 0,70 0,10 214 x 60 x 153

1/2”÷ 5/8” 130 50 ÷ 90 1,54 0,00353 8-7/16” x 2-3/8” x 5-15/16"
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Versione SL - SL model

Versione V - V model

Versione V - V model

Versione CLM - CLM model

Versione G - G model

GRAFFE LEGGERE
FINE WIRE STAPLES

UTILIZZI
APPLICATIONS
Produzione di calzature, oggetti 
in legno per la casa, ombrelli
e spazzole, intelaiatura e 
finitura mobili, produzione mobili
in rattan, mobiletti, cornici, 
perlinati, intelaiature per porte.
Shoemaking, production 
of home woodden articles, 
brushes, umbrellas, furniture 
framing and finishing, 
production of rattan furniture, 
cabinets, frames, beading, door 
framing. 

SPECIFICHE
SPECIFICATIONS
Punti per barretta 125
Staples per strip 125

Finitura zincato
Finishing galvanized

A richiesta inox, kanthal,
 verniciato,
 punta DP, 
 alluminio, HT
 (filo alta resistenza)
On request stainless steel,
 kanthal, painted,
 DP point,
 aluminium, HT
 (high tensile wire)
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4097.25 CLT
12 ÷ 25 270 5 ÷ 6,5 1,15 0,31 380 x 50 x 211
1/2”÷ 1” 270 70 ÷ 95 2,54 0,01095 15” x 2” x 8-5/16"

M
IN

I

4097.16 CLT
4 ÷ 16 285 4 ÷ 6 1,17 0,13 378 x 43 x 148

5/32”÷ 5/8” 285 60 ÷ 90 2,58 0,00459 14-7/8” x 1-11/16” x 5-13/16"

4097.16 CLT

4097.25 CLT

40
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12 ÷ 25 135 5 ÷ 6,5 1,10 0,31 226 x 50 x 211
1/2”÷ 1” 135 70 ÷ 95 2,43 0,01095 8-7/8” x 2” x 8-5/16"

4097.25 SL
12 ÷ 25 135 5 ÷ 6,5 1,20 0,41 226 x 50 x 245
1/2”÷ 1” 135 70 ÷ 95 2,65 0,01448 8-7/8” x 2” x 9-5/8"

4097.25 V
12 ÷ 25 135 5 ÷ 6,5 1,25 0,31 226 x 50 x 209
1/2”÷ 1” 135 70 ÷ 95 2,76 0,01095 8-7/8” x 2” x 8-1/4”
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