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GRAFFE -APPLICAZIONI MANU ALI / STAPLES-MANUAL APPLICATION
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Crown:  .445” (7/16")

Gauge:  23

10,1

M
AN

. G-23/2
4 ÷ 10 157 - 0,56 - 177 x 27 x 138

5/32”÷ 3/8” 157 - 1,23 - 7” x 1-1/16” x 5-7/16"

LT-33
4 ÷ 14 160 - 0,83 - 188 x 31 x 154

5/32” ÷ 9/16” 160 - 1,83 - 7-3/8” x 1-3/16” x 6-1/16”

LT-33G-23/2

153

Se
rie

 ch
iod

atr
ice

Too
l se

rie
s modello misure impiegabili

(mm) 
capacità caricatore 

(n.punti)
pressione
(kg/cm2)

peso
(kg)

consumo aria
(litri/colpo)

dimensioni
(mm - L x W x H)

model applicable sizes
(inch)

magazine capacity 
(pieces)

pressure
(PSI)

weight
(lbs)

air consumption
(f t 3/cycle)

dimensions
(inch - L x W x H)

SPECIFICHE
SPECIFICATIONS

Punti per barretta		  100
Staples per strip		  100

Finitura		  zincato
Finishing		  galvanized

APPLICAZIONI MANUALI
MANUAL APPLICATIONS


