GRAFFE LEGGERE £ T misure impiegabili | capacita caricatore pressione peso consumo aria dimensioni
FINE WIRE STAPLES 2 (mm) (n.punti) (kg/cm?) (kg) (litri/ colpo) (mm-Lx W xH)
e del applicable sizes magazine capacity pressure weight air consumpiion dimensions
2 moce fnch) [peces) (] (ls| (/v finch-Lx W xH)
50 mm
)

Versione SLS - SLS model  Versione SL VL Versione V -V model
SL VL model

Settore calzaturiero, produzione
e finitura mobili, cornici, dorsi
di armadietti, sedili per barche

(inox), oggettistica in legno,
biliardi e video games, set
TV o stereo, gabbie di legno, ke
par.a§oli, interni di auto in Iegno 80 ,6 Vora - - . - -
e V|n|Ie, base per tappezzerla, o ersione SL - SL model Versione S - S mode! Versione NF - NF model
costruzione di porte e finestre,
isolamento in feltro, allestimenti 80.16 4=k 1 4=6 Qi il 22apEpate
fieristici, cucitura di sacchetti. 5/32"+ 5/g” 145 60+ 90 1,98 0,00459 8-3/4" x 1-11/16" x 5-13/16"
4+16 145 4+6 0,90 013 223X 43 x 148
80.16 NF 5/32'+ 5/g” 145 60+ 90 1,98 0,00459 8-3/4” x 1-11/16” x 5-13/16”
4+16 145 4+6 0,90 013 223 x 43 x 153
80.16 s 5/32" 5/8” 145 60+ 90 1,98 0,00459 8-3/4 x 1-11/16” X 6-1/16"
4+16 145 46 1,00 018 223X 43 x 198
= 8o.16 5L 5/32'+ 5/g” 145 60+ 90 2,20 0,00636 8-3/4" x 1-11/16" x 7-13/16"
= 4+16 145 4+6 1,00 018 223 x 43 x 198
80.16 SL NF 5/32"+ 5/8” 145 60+ 90 2,20 0,00636 8-3/4” x 1-11/16" x 7-13/16"
4+16 145 4+6 1,09 013 223X 43 x 198
80.16SLVL 5/32'+ 5/8” 145 60+ 90 2,09 0,00459 8-3/4" x 1-11/16” x 7-13/16"
4+16 145 46 1,00 018 223 x 43 X 205
80.16 5LS 5/32'+ 5/8” 145 60+ 90 2,20 0,00636 8-3/4” x 1-11/16” x 8-1/8"
4+16 145 4+6 095 013 223 x 43 x 151
SPECIFICHE so.16v 5/32'+ 58" 145 60+ 90 2,09 0,00459 8-3/4" x 1-11/16" x 5-15/16"

Punti per barretta 150/139/125

Finitura stanox
A richiesta zincato, inox,
alluminio,
verniciato,
punta DP
80.,6 CL Versione D - D model Versione V - \/ model
4+16 280 4+6 1,10 013 357 x 43 x 148
80.16 CL T . 7 Z 7
5/32"+ 5/8 280 60 + 90 2,43 0,00459 14-1/16" x 1-11/16" x 5-13/16'
= 80.16 CLV 4+16 280 4+6 1,15 0,13 357 x 43 x 151
= ° 5/32"+ 5/8" 280 60 + 90 2,54 0,00459 14-1/16" x 1-11/16" x 5-15/16"
80.16 CLVD 4+16 280 4+6 1,32 0,13 357 x 43 x 159
° 5/32"+ 5/8" 280 60 + 90 2,91 0,00459 14-1/16" x 1-11/16" x 6-1/4"
1 0,65x0,95
4 — — 5/32"
25 — -
e
Gauge: 21 ’
ammm———

Crown: 500" (1/2)

80.16 RB

6+16 145 4+6 1,10 0,13 216 x 43 x 168
1/4"+ 5/8" 145 60 + 90 2,43 0,00459 8-1/2" x 1-11/16” x 6-5/8"

80.16 RB




GRAFFE LEGGERE £ T misure impiegabili | capacita caricatore pressione peso consumo aria dimensioni
FINE WIRE STAPLES £ (mm) (n.punti) (kg/cm?) (kg) (litri/colpo) (mm - Lx W x H)
§ 8 model applicable sizes magozine capacity pressure weight air consumpfion dimensions
3 [inch| [pieces| (PSI) (lbs) (ft*/cycle] finch - Lx W x H|

APPLICATIONS

80.16 CLT

4+16 285 4+6 117 0,13 378 x 43 x 148
5/32"+ 5/8" 285 60 + 90 2,58 0,00459 14-7/8" x 1-11/16" x 5-13/16"

80.16 CLT

Shoemaking, production and
finishing of furniture, picture
frames, cabinet backs, boat
seating (stainless steel),
wooden articles, video games
and billiards, TV or stereo sets,
wooden crates, sunshades,
automotive vinyl and interior trim,
pre-upholstery, manufacturing
of doors and windows, felt
insulation, exhibition fitting-out,
manufacturing of paperbags.

80.16 OC

10 + 16 145 5+65 0,90 0,13 223 x 43 x 149
3/8"+ 5/8" 145 70+95 198 0,00459 8-3/4" x 1-11/16" x 5-7/8"

80.16 OC

SPECIFICATIONS

Staples per strip 150/139/125

Finishing liquor finish

On request galvanized, _I
stain!e_ss steel, 80025 Versione D - D model Versione V - \V model
aluminium,
painted,
DP point 12 +25 145 5+6,5 110 0,31 226 x 50 x 211
80.25 T 5 o "
12"+ 1 145 70+ 95 2,43 0,01095 8-7/8" x 2" x 8-5/16
o 12+25 145 5+65 1,20 0,31 226 x 50 x 215
o~
o~ 80.25D 12"+ 1" 145 70+ 95 2,64 0,01095 8-7/8" x 2" x 8-7/16"
12+25 145 5+6,5 1,25 0,31 226 x 50 x 209
80.25v 12+ 1" 145 70+ 95 2,76 0,01095 8-7/8" x 2" x 8-1/4"
z1 0,65x0,95
4 — — 5/32"
2% = -
11,4
]
Gauge: 21
Crown:  .500" (1/2")
80.25 CLT
o 1255425 280 BT 145 0,31 372 x50 x 212
S | 80.25 CLT 1 ) ey "
1/2"+ 1 280 70 + 105 3,20 0,01095 8-3/4" x 2" x 5-7/8
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